
K I N G  P O S T  W A L L

P R O D U C T  O V E R V I E W

We have a vast amount of experience supplying and 
installing king post walls; we can offer a full design and 
installation service. The design will vary depending 
on the site conditions, the height of the wall, the span 
between the steels and material being retained. These 
factors will determine the design of the foundations for 
the steels, and the thickness and height of the panels.

T E C H N I C A L  D A T A

We supply prestressed concrete panels which are 
clipped to the front of the posts or slots in-between 
them. The panels are tongue and groove fitting to 
allow for easy alignment and sealing. Depending on 
the loads being placed on the walls, the concrete 
panels come in a variety of thicknesses; 100mm, 
150mm and 180mm. Thicker panels can be made up 
to 280mm if required. Individual panel heights are 1m, 
1.2m and 1.5m. They are placed on top of each other 
to create the overall desired height for your king post 
retaining wall.

Where you are installing the panels in between your 
steel uprights, we can thin down the end of the 180mm 
panel so that it slots nicely into a 203 x 203 steel. 
This speeds up installation as there is no need for 
additional corners angles, and means you have a flush 
finish on both faces of the steel. It is also worth noting 
that the concrete panels are easy to remove at a later 
date making them ideal as a temporary solution.  
Our prestressed concrete panels offer an extremely 
robust and durable finish when creating your king  
post walls.
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